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Fully Welded Windows & Doors

Features such as easy-to-clean, tilt out sashes, custom two-tone colors, and decorative grids make it popular with home owners.





Slim Profile

Durable

Narrow sight lines

Low Maintenance
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Features


Combination of Solid Hot Rolled Steel window sections and pressed obtainedshapes

ANSI/AAMA 101-93 HC40

4 3/16” exterior frame depth

Both EPDM & Fin Seal weather-stripping

Mitered, welded frame and sash construction

Uniform sight lines

Glazed with snap In aluminum glazing beads

1” glazing infill standard, larger glazing infill available upon request

Dual white bronze lift handles and sweep locks

Standard Accurate Window colors (refer to OWM color chart)

Finish on standard colors baked polyester powder coat
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Options


RAL colors available as option

Non metallic color matches are optional & available upon request

Custom hardware

Limited operation stops

Steel brake metal and trim

Screens



	Download more detailed information on our fire rated doors.
	Details	[image: ]PDF







Accurate’s steel guard detention window offers reliability and versatility. These characteristics are key when designing a correctional facility project.

This series has been used in numerous projects. One major quality associated with our units is their simplicity in design as well as overall durability.




	Download more detailed information on our fire rated doors.
	General Specs	[image: ]PDF
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Features


Combination of Solid Hot Rolled Steel window sections and pressed obtainedshapes

ANSI/AAMA 101-93 HC40

4 5/16” exterior frame depth

Both EPDM & Fin Seal weather-stripping

Mitered, welded frame and sash construction

Uniform sight lines

Glazed with snap In aluminum glazing beads

1” glazing infill standard, larger glazing infill available upon request

Dual white bronze lift handles and sweep locks

Standard Accurate Window colors (refer to OWM color chart)

Finish on standard colors baked polyester powder coat
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Options


RAL colors available as option

Non metallic color matches are optional & available upon request

Custom hardware

Limited operation stops

Steel brake metal and trim

Screens



	Download more detailed information on our fire rated doors.
	Details	[image: ]PDF






45 Minute Fire-Rated Frames


Accurate’s steel single hung detention window offers reliability and versatility. These characteristics are key when designing a correctional facility project.


This series has been used in numerous projects. One major quality associated with our units is their simplicity in design as well as overall durability. The look is not simply distinctive, it is unique.


	Download more detailed information on our fire rated doors.
	General Specs	[image: ]PDF
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Features


Combination of Solid Hot Rolled Steel window sections and pressed obtainedshapes

ANSI/AAMA 101-93 HC40

7 1/8” exterior frame depth

Both EPDM & Fin Seal weather-stripping

Mitered, welded frame and sash construction

Uniform sight lines

Glazed with snap In aluminum glazing beads

1” glazing infill standard, larger glazing infill available upon request

Dual white bronze lift handles and sweep locks

Standard Accurate Window colors (refer to OWM color chart)

Finish on standard colors baked polyester powder coat
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Options


RAL colors available as option

Non metallic color matches are optional & available upon request

Custom hardware

Limited operation stops

Steel brake metal and trim

Screens



	Download more detailed information on our fire rated doors.
	Details	[image: ]PDF







Accurate’s steel max detention window offers reliability and versatility. These characteristics are key when designing a correctional facility project.

This series has been used in numerous projects. One major quality associated with our units is their simplicity in design as well as overall durability.



	Download more detailed information on our fire rated doors.
	General Specs	[image: ]PDF

















 
 

 




 



Please call or e-mail us for a free estimate.

We will take our time to answer all of your questions.

Call us today at 
 (631) 673-6163
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(631) 673-6163














Find Us


Accurate Window Service, Inc

Address: Dix Hills, NY 11746

Service Area: (Suffolk County, New York)

Main: (631) 673-6163

Mobile: (212) 599-1200

 Email: [email protected]


Our Office is Currently Open
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Features

45 minute fire rating

Solid Steel Sections

UL (Underwriters Laboratories) Listed and Certified

Fully Weather Stripped

2 1/8″ exterior frame depth

Mitered and fully welded frame construction

Glazing is held in place via mechanically fastened steel glazing beads

Can accommodate glazing ranging from 3/16″ to 1″ in O.A. thickness

Insulated glazing available for this series

All FR4700 series casement windows will be factory glazed, unless ordered otherwise

1 cam lock at center of sash up to 36″

Standard Accurate Window colors (refer to OWM color chart)

Units arrive with installation straps (upon request)

All units will receive Zinc Enriched Primer and Powder Coated finish

Options


RAL colors available as option

Non metallic color matches are optional & available upon request

Steel Break Metal trim

Screens for interior casements only





Inswing Casements
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Outswing Casements
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Fixed Casements
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Glazing Options
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45 Minute Fire-Rated Frames


RAL colors available as option

Non metallic color matches are optional & available upon request

Steel Break Metal trim

Screens for interior casements only





General Specs
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Lites Chart
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Glass Configuration Chart
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