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Swing Doors


ThermoBlok aluminum heavy commercial swing terrace door series features a high performance frame structure, an innovative polyurethane thermal barrier technology that thermally breaks conductivity of the aluminum frame to substantially reduce thermal transfer from exterior of door frame to interiors, and "intercept" warm edge glass spacer technology. These integrated features reduce heating and cooling loads on HVAC systems, providing long term energy efficiency and utility savings to property owners.
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Product Summary 

ThermoBlok aluminum heavy commercial swing terrace door series features a high performance frame structure, an innovative polyurethane thermal barrier technology that thermally breaks conductivity of the aluminum frame to substantially reduce thermal transfer from exterior of door frame to interiors, and "intercept" warm edge glass spacer technology. These integrated features reduce heating and cooling loads on HVAC systems, providing long term energy efficiency and utility savings to property owners.


Features

	Frame Depth = 3-1/4"
	Insulated Glass Unit Depth = 1" ~ for greater insulation & sound reduction.
	Tempered Glass Panes 3/16" Thick
	PPG "Intercept" Insulated Glass Spacer ~ the "warm-edge" technology of choice.
	Heavy-Duty Construction ~ all profiles are .125" thick.
	"Insul-Bar" ThermoBlok™ ~ System easily permits two-tone colors.
	Opening Limit Bar ~ prevents door from "flying open"
	Three Point Lock System ~ 4 point for doors over 84" tall.
	European Style Lock & Handle
	Swing "Out" Operation ~ standard design.


Various Styles

	Single Door
	Twin Doors (both swing)
	Twin Doors (swing/fixed/astragal)
	Twin Doors (swing/fixed/No astragal)
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Options

	Argon & Low-E ~ to enhance the thermal performance of the window.
	Between-the-Glass Grids ~ to provide the elegant appearance of divided light.
	Kick Panel Inserts ~ when full glass is not desired.
	Custom Colors and Finishes
	Overhead Transom ~ perfect match to door assembly
	Panning & Interior Trim
	Available in Swing-In style (CTT-1410)
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Product Summary 

ThermoBlok aluminum sliding patio door series features a high performance frame structure, an innovative polyurethane thermal barrier technology that thermally breaks conductivity of the aluminum frame to substantially reduce thermal transfer from exterior of door frame to interiors, and "intercept" warm edge glass spacer technology. These integrated features reduce heating and cooling loads on HVAC systems, providing long term energy efficiency and utility savings to property owners. Coordinating side light and architectural transoms and decorative between-the-glass grids make this series popular with home owners. 


Features

	Frame Depth: 4-1/2”
	AAMA Rating: AW-PG50
	Insulated Glass Unit Depth= 1”-Enhanced insulation & sound reduction.
	Double Strength Tempered Glass Panes
	Heavy-Duty Adjustable Dual Tandem Ball Bearing Rollers
	Heavy-Duty Latch Handle
	Fibermesh Locking Screen
	AAMA 2604 Powder Coat Finish-The durable finish that's also environmentally-friendly.
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Options

	3-Panel Units Available
	Cylinder Key Lock
	Fully Reversible (for 2-Panel Units Only) Sash Panels
	Exterior Panel Slide
	Low-E Coating & Argon
	Between-the-Glass or Exterior Applied Grids
	Custom Colors and Finishes
	Nailing Fin
	Casement Fin-Provides a fast, easy, and neat replacement.


















 
 

 




 



Please call or e-mail us for a free estimate.

We will take our time to answer all of your questions.

Call us today at 
 (631) 673-6163
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Call

(631) 673-6163














Find Us


Accurate Window Service, Inc

Address: Dix Hills, NY 11746

Service Area: (Suffolk County, New York)

Main: (631) 673-6163

Mobile: (212) 599-1200

 Email: [email protected]


Our Office is Currently Open












© 2024 Accurate Window Service, Inc 

[image: Powered By VMS Data]
















×
FR4700 Features






	Features
	Specs







Features

45 minute fire rating

Solid Steel Sections

UL (Underwriters Laboratories) Listed and Certified

Fully Weather Stripped

2 1/8″ exterior frame depth

Mitered and fully welded frame construction

Glazing is held in place via mechanically fastened steel glazing beads

Can accommodate glazing ranging from 3/16″ to 1″ in O.A. thickness

Insulated glazing available for this series

All FR4700 series casement windows will be factory glazed, unless ordered otherwise

1 cam lock at center of sash up to 36″

Standard Window colors (refer to OWM color chart)

Units arrive with installation straps (upon request)

All units will receive Zinc Enriched Primer and Powder Coated finish

Options


RAL colors available as option

Non metallic color matches are optional & available upon request

Steel Break Metal trim

Screens for interior casements only





Inswing Casements
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Outswing Casements
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Fixed Casements
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Glazing Options
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45 Minute Fire-Rated Frames


RAL colors available as option

Non metallic color matches are optional & available upon request

Steel Break Metal trim

Screens for interior casements only





General Specs
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Lites Chart
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Glass Configuration Chart
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Features


45 min rating

All Cold Rolled sections are formed from GALVANIZED STEEL

UL (Underwriters Laboratories) Listed and Certified

1 7/8″ exterior frame depth

Frames are coped and mechanically assembled

Mitered, corner keyed frame and sash joinery

Glazing is held in place via mechanically fastened steel glazing beads

Can accommodate glazing ranging from 3/16″ to ¾” in O.A. thickness

Insulated glazing available for this series

All FR6000 windows will be factory glazed, unless ordered otherwise

Uniformed sight lines

Standard Window colors (refer to OWM color chart)

Units arrive with installation straps (upon request)


Options


RAL colors available as option

Non metallic color matches are optional & available upon request

Steel Break Metal trim





Details
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45 Minute Fire-Rated Frames


RAL colors available as option

Non metallic color matches are optional & available upon request

Steel Break Metal trim

Screens for interior casements only





General Specs
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Lites Chart
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Glass Configuration Chart
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Installation Details
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